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High grade lead & silver values from rock chip
sampling at Husky South.
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Coincidental lead soil anomaly identified over
600m strike length remains open under cover.
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Marindi Metals Limited (“Marindi”, ASX: MZN) is
pleased to report that results have been received from
portable hand held XRF soil survey recently completed
over the Husky South area at its flagship Newman Base
Metals Project and has located a previously unknown
lead anomaly within the Prairie Downs Fault Zone
(PDFZ).
Prospecting and geological mapping prior to the survey
located sub-cropping massive galena (lead sulphide) in
an epithermal quartz vein (refer photo attached). A
rock chip of this vein assayed 54.3% Pb, 543g/t Ag and
0.3g/t Au (MZN03246). Approximately 100m to the
west, a sample from a 10m x 10m gossan assayed 0.7%
Pb, 0.4% Zn and 0.3% Cu (MZN03246).
These mineralised samples fall within a >200ppb lead
soil anomaly defined over a 100m width and a minimum
600m strike length before disappearing under cover.
Further soil sampling programs are underway to check
for extensions along strike.
The Husky South Prospect is located 6km north west of
the Prairie massive sulphide Deposit (3Mt at 5% Zn,
1.6% Pb and 15g/t Ag),in the middle of a gentle jog on
the PDFZ, which is interpreted as a favourable structural
position for mineralisation.
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Image 1 - Lead sulphide in epithermal quartz

Husky South will be further tested in an upcoming drill program. A Program of Work (POW) comprising
197 holes covering the entire 24km strike length of the PDFZ, has been submitted and subject to
regulatory approval drilling is scheduled to commence in late September.
These initial sampling results from Husky South further emphasise the significant multi-metal
endowment (Zn, Pb, Ag, Cu, Au and V) of the PDFZ and support recent development progress including
promising metallurgical testwork at the Wolf Prospect (zinc-vanadium) and scoping study for the
Prairie Deposit (zinc-lead-silver) (refer ASX releases dated 22 May 2017 and 7 August 2017).
Joe Treacy
Managing Director and CEO
Investor Inquiries
Marindi Metals Limited
08 9322 2338
Media Inquiries
Empeiros Advisory
John Phaceas
0411 449 621
john.phaceas@empeirosadvisory.com.au
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Competent Persons Statement
Information in this release that relates to Exploration Results is based on information prepared by Mr Joseph Treacy a
Member of the Australasian Institution of Mining and Metallurgy and the Australian Institute of Geoscientists Mt Treacy is
the Managing Director of Marindi Metals Ltd, a full-time employee and shareholder. Mr Treacy has sufficient experience
which is relevant to the styles of mineralisation and types of deposits under consideration and to the activities being
undertaken to qualify as a Competent Person as defined in the 2012 Edition of the “Australasian Code for Reporting of
Exploration Results, Mineral Resources and Ore Reserves”. Mr Treacy consents to the inclusion in this release of the matters
based on his information in the form and context in which it appears.
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Figure 1 - Newman Base Metal Project
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Figure 2 - Husky South Prospect
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Table 1 – Rock Chip Samples
Easting
728184
728071

Northing
7378296
7378299

Cu %
0.2
0.4

Pb %
54.3
0.7
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SAMPLE ID
MZN03245
MZN03246
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Zn %
0.02
0.4

Au g/t
0.27
0

Ag g/t
543
2

V205 %
0
0
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Appendix 1 – JORC TABLE 1
Section 1 Sampling Techniques and Data
(Criteria in this section apply to all succeeding sections)
Criteria
Sampling
techniques

Drilling
techniques

JORC Code Explanation

Commentary

• Nature and quality of sampling (e.g. cut
channels, random chips, or specific
specialised industry standard
measurement tools appropriate to the
minerals under investigation, such as
down-hole gamma sondes, or handheld
XRF instruments, etc). These examples
should not be taken as limiting the
broad meaning of sampling.
• Include reference to measures taken to
ensure sample representivity and the
appropriate calibration of any
measurement tools or systems used.
• Aspects of the determination of
mineralisation that are Material to the
Public Report.
• In cases where ‘industry standard’ work
has been done this would be relatively
simple (e.g. ‘reverse circulation drilling
was used to obtain 1 m samples from
which 3 kg was pulverised to produce a
30 g charge for fire assay’). In other
cases more explanation may be
required, such as where there is coarse
gold that has inherent sampling
problems. Unusual commodities or
mineralisation types (e.g. submarine
nodules) may warrant disclosure of
detailed information.
• Drill type (e.g. core, reverse circulation,
open-hole hammer, rotary air blast,
auger, Bangka, sonic, etc.) and details
(e.g. core diameter, triple or standard
tube, depth of diamond tails, facesampling bit or other type, whether core
is oriented and if so, by what method,
etc.).

• Soil samples are located using a hand
held GPS. Sites are cleaned of organic
matter. A pit is dug down to 10cm and a
sample is put through a 0.4mm Sieve.
Approximately 30g of the sieved sample
is collected and wrapped in gladwrap.
• Duplicates are taken every 20m. To assess
the soil geochemistry repeatability and
the XRF analytical repeatability.
• Rock Chips are taken using a rock
hammer. A representative sample is
obtained from each sample site and
placed into a calico bag with a sample
ticket.
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N/A to this release

Criteria
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Drill sample
recovery

Logging

JORC Code Explanation

Commentary

• Method of recording and assessing core
and chip sample recoveries and results
assessed.
• Measures taken to maximise sample
recovery and ensure representative
nature of the samples.
• Whether a relationship exists between
sample recovery and grade and whether
sample bias may have occurred due to
preferential loss/gain of fine/coarse
material.
• Whether core and chip samples have
been geologically and geotechnically
logged to a level of detail to support
appropriate Mineral Resource
estimation, mining studies and
metallurgical studies.
• Whether logging is qualitative or
quantitative in nature. Core (or costean,
channel, etc.) photography. The total
length and percentage of the relevant
intersections logged.
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• N/A to this release

• The topographical setting is recorded for
each soil sample, eg “steep slope facing
East”.
• Rock chip and outcrop descriptions are
recorded for each sample.
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Criteria

JORC Code Explanation

Commentary

Subsampling
techniques
and sample
preparation

• If core, whether cut or sawn and
whether quarter, half or all core taken. If
non-core, whether riffled, tube sampled,
rotary split, etc. and whether sampled
wet or dry.
• For all sample types, the nature, quality
and appropriateness of the sample
preparation technique.
• Quality control procedures adopted for
all sub-sampling stages to maximise
representivity of samples. Measures
taken to ensure that the sampling is
representative of the in-situ material
collected, including for instance results
for field duplicate/second-half sampling.
Whether sample sizes are appropriate to
the grain size of the material being
sampled.

• Soil samples are located using a hand
held GPS. Sites are cleaned of organic
matter. A pit is dug down to 10cm and a
sample is put through a 0.4mm Sieve.
Approximately 30g of the sieved sample
is collected and wrapped in gladwrap.
• An orientation survey over a mineralised
horizon was completed prior to deciding
the appropriate fraction size to assess for
a base metal suite. A 0.4mm Sieve is a
fine fraction and is considered
appropriate for base metal soil sampling
at Prairie Downs Fault.
• Duplicates are taken every 20m. To assess
the soil geochemistry repeatability and
the XRF analytical repeatability.
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Criteria

JORC Code Explanation

Commentary

Quality of
assay data
and
laboratory
tests

• The nature, quality and appropriateness
of the assaying and laboratory
procedures used and whether the
technique is considered partial or total.
• For geophysical tools, spectrometers,
handheld XRF instruments, etc., the
parameters used in determining the
analysis including instrument make and
model, reading times, calibrations
factors applied and their derivation, etc.

• Soil samples were analysed using a hand
held Niton XRF model XL3t. The XRF is
supported in a mobile test stand to aid
analysis. 4 standards with varying base
metal grades including a blank is assayed
at the beginning and end of each batch to
ensure accuracy of the Niton. Samples are
assayed through glad wrap to ensure
minimal disturbance of the X-rays. This
method is appropriate for identifying
geochemical signatures of base metal
systems.
• Rock chips are analysed via a 4-acid digest
with an ICPAES finish. This method is
considered a total analysis of the sample
and appropriate for base metal
mineralisation. Samples were also
analysed for ore grade Au using a 30g FA
AA with AAS finish. The analysis is
completed by an industry leading
laboratory. Each batch of samples
analysed has several standards, blanks
and duplicates included.
• Samples with Lead grades greater than
40% were reassayed using a high grade
Pb – four acid digest with ICP-AES finish

Quality of
assay data
and
laboratory
tests (Cont’d)

• Nature of quality control procedures
adopted (e.g. standards, blanks,
duplicates, external laboratory checks)
and whether acceptable levels of
accuracy (i.e. lack of bias) and precision
have been established.

Verification
of sampling
and assaying

• The verification of significant
intersections by either independent or
alternative company personnel.
• The use of twinned holes.
• Documentation of primary data, data
entry procedures, data verification, data
storage (physical and electronic)
protocols.
• Discuss any adjustment to assay data.
• Accuracy and quality of surveys used to
locate drill holes (collar and down- hole
surveys), trenches, mine workings and
other locations used in Mineral Resource
estimation.
• Specification of the grid system used.
• Quality and adequacy of topographic
control.

• Niton XRF quality control is monitored by
the assessment of 4 standards with
varying base metal quantities including a
blank. The standards are assayed at the
beginning and end of each batch to
ensure accuracy of the Niton. Duplicates
are also assayed every 20th sample.
• Anomalies have been verified by Marindi
personal and contract professionals.
• All data is recorded on paper and then
entered into a database. Data is then
checked before being moved into a
primary database. Data is backed up on a
remote server in two locations.
• No adjustment to assay data has
occurred.
• Soil sample sites and rock chips are
located using a Garmin hand held GPS.
Locations are averaged for a minimum of
15 GPS readings. Accuracy is assumed to
be within +- 4m. Sites are measured in
GDA94, MGA Zone 50.

Location of
data points
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Criteria

JORC Code Explanation

Data spacing
and
distribution

Sample
security

• Data spacing for reporting of
Exploration Results.
• Whether the data spacing and
distribution is sufficient to establish the
degree of geological and grade
continuity appropriate for the Mineral
Resource and Ore Reserve estimation
procedure(s) and classifications applied.
• Whether sample compositing has been
applied.
• Whether the orientation of sampling
achieves unbiased sampling of possible
structures and the extent to which this is
known, considering the deposit type.
• If the relationship between the drilling
orientation and the orientation of key
mineralised structures is considered to
have introduced a sampling bias, this
should be assessed and reported if
material.
• The measures taken to ensure sample
security.

Audits or
reviews

• The results of any audits or reviews of
sampling techniques and data.

Orientation
of data in
relation to
geological
structure

Commentary
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• The Husky South soil survey was a 20m x
40m grid. Soil sample spacing is defined
by geological criteria and is regarded as
appropriate to determine the extents of
base metal geochemical anomalies.
Spacing is shown by the accompanying
figure.

• No orientation based sampling bias has
occurred.

• Appropriate security measures are taken
to dispatch samples to the laboratory.
Chain of custody of samples are managed
by Marinid Metals. Samples are stored
onsite and transported to the laboratory
by a licence transport company. The
laboratory issues a receipt and a
reconciliation of delivered samples
against the laboratory analysis
submission form from Marindi Metals.
• Marindi Metals have not completed any
external audits or reviews of the sampling
techniques and data.
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Section 2 Reporting of Exploration Results
(Criteria in this section apply to all succeeding sections)
Criteria

JORC Code Explanation

Commentary

Mineral
tenement
and land
tenure status

• Type, reference name/number, location
and ownership including agreements or
material issues with third parties such as
joint ventures, partnerships, overriding
royalties, native title interests, historical
sites, wilderness or national park and
environmental settings.
• The security of the tenure held at the
time of reporting along with any known
impediments to obtaining a licence to
operate in the area.

• The Prairie Downs Project comprises two
current Exploration Licences located on
vacant crown land. The tenements are
E52/1926, registered under Marindi
Operations PTY LTD and E52/1758
registered under the name of Marindi
Operations PTY LTD. A 2.5% net royalty to
Prairie Downs Metals exits over both
tenements.
• The tenement does not host any historic
sites, wilderness or national parks. The
tenement is located in the Ngarlawagga
peoples land. All land clearing completed
to perform exploration drilling was
approved via a heritage survey.
• The tenement is in good standing and
there are no impediments to obtaining a
licence to operate in the area.

Exploration
done by
other parties

• Acknowledgment and appraisal of
exploration by other parties.

Geology

• Deposit type, geological setting and
style of mineralisation.

• Numerous exploration companies have
conducted exploration at Wolf and
surrounding areas over a number of
years. Significant exploration results have
been summarised in a release on 25 May
2015 which includes a JORC Table 1.
• A large amount of historic data is
available to Marindi Metals and appraisal
of data is continuing.
• The Wolf prospect is located on the
Prairie Downs Fault. The fault loosely
marks the contact between the Fortescue
group and the Bresnahan group and host
high grade zinc and lead mineralisation.
Zinc and lead sulphide mineralisation at
Wolf is hosted in high level epithermal
quartz veining within the Prairie Downs
Fault package. The zinc and lead bearing
veins are located within a very large zinc
alteration halo suggesting the Prairie
Downs fault has been a highly active
conduit for metal bearing fluids.
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For personal use only

Drill hole
Information

Data
aggregation
methods

Relationship
between
mineralisation
widths and
intercept
lengths

JORC Code Explanation

Commentary

• A summary of all information material
to the understanding of the exploration
results including a tabulation of the
following information for all Material
drill holes:
o easting and northing of the drill
hole collar
o elevation or RL (Reduced Level –
elevation above sea level in metres)
of the drill hole collar
o dip and azimuth of the hole o down
hole length and interception depth
o hole length.
If the exclusion of this information is
justified on the basis that the
information is not Material and this
exclusion does not detract from the
understanding of the report, the
Competent Person should clearly
explain why this is the case.
• In reporting Exploration Results,
weighting averaging techniques,
maximum and/or minimum grade
truncations (e.g. cutting of high grades)
and cut-off grades are usually Material
and should be stated.
• Where aggregate intercepts incorporate
short lengths of high grade results and
longer lengths of low grade results, the
procedure used for such aggregation
should be stated and some typical
examples of such aggregations should
be shown in detail.
• The assumptions used for any reporting
of metal equivalent values should be
clearly stated.
• These relationships are particularly
important in the reporting of
Exploration Results.
• If the geometry of the mineralisation
with respect to the drill-hole angle is
known, its nature should be reported. If
it is not known and only the down hole
lengths are reported, there should be a
clear statement to this effect (e.g. ‘down
hole length, true width not known’).
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• N/A to this release

• N/A to this release

• N/A to this release

Criteria
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Diagrams

Balanced
reporting

Other
substantive
exploration
data

Further work

JORC Code Explanation

Commentary

• Appropriate maps and sections (with
scales) and tabulations of intercepts
should be included for any significant
discovery being reported These should
include, but not be limited to a plan view
of drill hole collar locations and
appropriate sectional views.
• Where comprehensive reporting of all
Exploration Results is not practicable,
representative reporting of both low and
high grades and/or widths should be
practiced to avoid misleading reporting
of Exploration Results.
• Other exploration data, if meaningful
and material, should be reported
including (but not limited to): geological
observations; geophysical survey
results; geochemical survey results; bulk
samples – size and method of
treatment; metallurgical test results;
bulk density, groundwater, geotechnical
and rock characteristics; potential
deleterious or contaminating
substances.
• The nature and scale of planned further
work (e.g. tests for lateral extensions or
depth extensions or large-scale step out
drilling).
• Diagrams clearly highlighting the areas of
possible extensions, including the main
geological interpretations and future
drilling areas, provided this information is
not commercially sensitive.
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• Appropriate maps with scale are
included within the body of the
accompanying document.

• The accompanying document is
considered to represent a balanced
report.

• Other exploration data collected is
not considered as material to this
document at this stage. Further data
collection will be reviewed and
reported when considered material.

• Marindi advise that structural and
geochemical assessment of the
tenements is on going.

